
Company Information
 BETA ELECTRIC INDUSTRY 

Products List
 BLY3-3C-P-110VAC 
 BLY3-3C-P 
 BLY3-3C 
 BLY3-3C-P-110VDC 
 BLY3-3C-P-120VAC 
 BLY3-3C-P-12VAC 
 BLY3-3C-P-12VDC 
 BLY3-3C-P-220VAC 
 BLY3-3C-P-230VAC 
 BLY3-3C-P-240VAC 
 BLY3-3C-P-24VAC 
 BLY3-3C-P-24VDC 
 BLY3-3C-P-48VAC 
 BLY3-3C-P-48VDC 
 BLY3-3C-P-6VAC 
 BLY3-3C-P-6VDC 
 BLY3-3C-PL-110VAC 
 BLY3-3C-PL 
 BLY3-3C-PL-110VDC 
 BLY3-3C-PL-120VAC 
 BLY3-3C-PL-12VAC 
 BLY3-3C-PL-12VDC 
 BLY3-3C-PL-220VAC 
 BLY3-3C-PL-230VAC 
 BLY3-3C-PL-240VAC 
 BLY3-3C-PL-24VAC 
 BLY3-3C-PL-24VDC 
 BLY3-3C-PL-48VAC 
 BLY3-3C-PL-48VDC 
 BLY3-3C-PL-6VAC 
 BLY3-3C-PL-6VDC 
 BLY3-3C-PLM-110VAC 
 BLY3-3C-PLM 
 BLY3-3C-PLM-110VDC 
 BLY3-3C-PLM-120VAC 
 BLY3-3C-PLM-12VAC 
 BLY3-3C-PLM-12VDC 
 BLY3-3C-PLM-220VAC 
 BLY3-3C-PLM-230VAC 
 BLY3-3C-PLM-240VAC 
 BLY3-3C-PLM-24VAC 
 BLY3-3C-PLM-24VDC 
 BLY3-3C-PLM-48VAC 
 BLY3-3C-PLM-48VDC 
 BLY3-3C-PLM-6VAC 
 BLY3-3C-PLM-6VDC 
 BLY3-3C-PM-110VAC 
 BLY3-3C-PM 
 BLY3-3C-PM-110VDC 
 BLY3-3C-PM-120VAC 
 BLY3-3C-PM-12VAC 
 BLY3-3C-PM-12VDC 
 BLY3-3C-PM-220VAC 
 BLY3-3C-PM-230VAC 
 BLY3-3C-PM-240VAC 
 BLY3-3C-PM-24VAC 
 BLY3-3C-PM-24VDC 
 BLY3-3C-PM-48VAC 
 BLY3-3C-PM-48VDC 
 BLY3-3C-PM-6VAC 
 BLY3-3C-PM-6VDC 
 BLY3-3C-S-110VAC 
 BLY3-3C-S 
 BLY3-3C-S-110VDC 
 BLY3-3C-S-120VAC 
 BLY3-3C-S-12VAC 
 BLY3-3C-S-12VDC 
 BLY3-3C-S-220VAC 
 BLY3-3C-S-230VAC 
 BLY3-3C-S-240VAC 
 BLY3-3C-S-24VAC 
 BLY3-3C-S-24VDC 
 BLY3-3C-S-48VAC 
 BLY3-3C-S-48VDC 
 BLY3-3C-S-6VAC 
 BLY3-3C-S-6VDC 
 BLY3-3C-SL-110VAC 
 BLY3-3C-SL 
 BLY3-3C-SL-110VDC 
 BLY3-3C-SL-120VAC 



 BLY3-3C-SL-12VAC 
 BLY3-3C-SL-12VDC 
 BLY3-3C-SL-220VAC 
 BLY3-3C-SL-230VAC 
 BLY3-3C-SL-240VAC 
 BLY3-3C-SL-24VAC 
 BLY3-3C-SL-24VDC 
 BLY3-3C-SL-48VAC 
 BLY3-3C-SL-48VDC 
 BLY3-3C-SL-6VAC 
 BLY3-3C-SL-6VDC 
 BLY3-3C-SLM-110VAC 
 BLY3-3C-SLM 
 BLY3-3C-SLM-110VDC 
 BLY3-3C-SLM-120VAC 
 BLY3-3C-SLM-12VAC 
 BLY3-3C-SLM-12VDC 
 BLY3-3C-SLM-220VAC 
 BLY3-3C-SLM-230VAC 
 BLY3-3C-SLM-240VAC 
 BLY3-3C-SLM-24VAC 
 BLY3-3C-SLM-24VDC 
 BLY3-3C-SLM-48VAC 
 BLY3-3C-SLM-48VDC 
 BLY3-3C-SLM-6VAC 
 BLY3-3C-SLM-6VDC 
 BLY3-3C-SM-110VAC 
 BLY3-3C-SM 
 BLY3-3C-SM-110VDC 
 BLY3-3C-SM-120VAC 
 BLY3-3C-SM-12VAC 
 BLY3-3C-SM-12VDC 
 BLY3-3C-SM-220VAC 
 BLY3-3C-SM-230VAC 
 BLY3-3C-SM-240VAC 
 BLY3-3C-SM-24VAC 
 BLY3-3C-SM-24VDC 
 BLY3-3C-SM-48VAC 
 BLY3-3C-SM-48VDC 
 BLY3-3C-SM-6VAC 
 BLY3-3C-SM-6VDC 
 BLY4-4C-P-110VAC 
 BLY4-4C-P 
 BLY4-4C 
 BLY4-4C-P-110VDC 
 BLY4-4C-P-120VAC 
 BLY4-4C-P-12VAC 
 BLY4-4C-P-12VDC 
 BLY4-4C-P-220VAC 
 BLY4-4C-P-230VAC 
 BLY4-4C-P-240VAC 
 BLY4-4C-P-24VAC 
 BLY4-4C-P-24VDC 
 BLY4-4C-P-48VAC 
 BLY4-4C-P-48VDC 
 BLY4-4C-P-6VAC 
 BLY4-4C-P-6VDC 
 BLY4-4C-PL-110VAC 
 BLY4-4C-PL 
 BLY4-4C-PL-110VDC 
 BLY4-4C-PL-120VAC 
 BLY4-4C-PL-12VAC 
 BLY4-4C-PL-12VDC 
 BLY4-4C-PL-220VAC 
 BLY4-4C-PL-230VAC 
 BLY4-4C-PL-240VAC 
 BLY4-4C-PL-24VAC 
 BLY4-4C-PL-24VDC 
 BLY4-4C-PL-48VAC 
 BLY4-4C-PL-48VDC 
 BLY4-4C-PL-6VAC 
 BLY4-4C-PL-6VDC 
 BLY4-4C-PLM-110VAC 
 BLY4-4C-PLM 
 BLY4-4C-PLM-110VDC 
 BLY4-4C-PLM-120VAC 
 BLY4-4C-PLM-12VAC 
 BLY4-4C-PLM-12VDC 
 BLY4-4C-PLM-220VAC 
 BLY4-4C-PLM-230VAC 
 BLY4-4C-PLM-240VAC 
 BLY4-4C-PLM-24VAC 
 BLY4-4C-PLM-24VDC 
 BLY4-4C-PLM-48VAC 
 BLY4-4C-PLM-48VDC 



 BLY4-4C-PLM-6VAC 
 BLY4-4C-PLM-6VDC 
 BLY4-4C-PM-110VAC 
 BLY4-4C-PM 
 BLY4-4C-PM-110VDC 
 BLY4-4C-PM-120VAC 
 BLY4-4C-PM-12VAC 
 BLY4-4C-PM-12VDC 
 BLY4-4C-PM-220VAC 
 BLY4-4C-PM-230VAC 
 BLY4-4C-PM-240VAC 
 BLY4-4C-PM-24VAC 
 BLY4-4C-PM-24VDC 
 BLY4-4C-PM-48VAC 
 BLY4-4C-PM-48VDC 
 BLY4-4C-PM-6VAC 
 BLY4-4C-PM-6VDC 
 BLY4-4C-S-110VAC 
 BLY4-4C-S 
 BLY4-4C-S-110VDC 
 BLY4-4C-S-120VAC 
 BLY4-4C-S-12VAC 
 BLY4-4C-S-12VDC 
 BLY4-4C-S-220VAC 
 BLY4-4C-S-230VAC 
 BLY4-4C-S-240VAC 
 BLY4-4C-S-24VAC 
 BLY4-4C-S-24VDC 
 BLY4-4C-S-48VAC 
 BLY4-4C-S-48VDC 
 BLY4-4C-S-6VAC 
 BLY4-4C-S-6VDC 
 BLY4-4C-SL-110VAC 
 BLY4-4C-SL 
 BLY4-4C-SL-110VDC 
 BLY4-4C-SL-120VAC 
 BLY4-4C-SL-12VAC 
 BLY4-4C-SL-12VDC 
 BLY4-4C-SL-220VAC 
 BLY4-4C-SL-230VAC 
 BLY4-4C-SL-240VAC 
 BLY4-4C-SL-24VAC 
 BLY4-4C-SL-24VDC 
 BLY4-4C-SL-48VAC 
 BLY4-4C-SL-48VDC 
 BLY4-4C-SL-6VAC 
 BLY4-4C-SL-6VDC 
 BLY4-4C-SLM-110VAC 
 BLY4-4C-SLM 
 BLY4-4C-SLM-110VDC 
 BLY4-4C-SLM-120VAC 
 BLY4-4C-SLM-12VAC 
 BLY4-4C-SLM-12VDC 
 BLY4-4C-SLM-220VAC 
 BLY4-4C-SLM-230VAC 
 BLY4-4C-SLM-240VAC 
 BLY4-4C-SLM-24VAC 
 BLY4-4C-SLM-24VDC 
 BLY4-4C-SLM-48VAC 
 BLY4-4C-SLM-48VDC 
 BLY4-4C-SLM-6VAC 
 BLY4-4C-SLM-6VDC 
 BLY4-4C-SM-110VAC 
 BLY4-4C-SM 
 BLY4-4C-SM-110VDC 
 BLY4-4C-SM-120VAC 
 BLY4-4C-SM-12VAC 
 BLY4-4C-SM-12VDC 
 BLY4-4C-SM-220VAC 
 BLY4-4C-SM-230VAC 
 BLY4-4C-SM-240VAC 
 BLY4-4C-SM-24VAC 
 BLY4-4C-SM-24VDC 
 BLY4-4C-SM-48VAC 
 BLY4-4C-SM-48VDC 
 BLY4-4C-SM-6VAC 
 BLY4-4C-SM-6VDC 


